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THE WORKSTATION WITH THE LOT

What more do you need

with this tough, reliable GENTECH GENERATOR!

This workstation has it all and more with a 4.4KVA Generator, RCD, 160 Amp, DC Inverter Welder,
and twin cylinder oil free Compressor - Optional Extra Weld leads.
It is ideal for vehicle and fleet maintenance, with a compact welder,
generator and compressor bundled together you have the handyman’s dream machine.

OPTIONAL EXTRA

10-WELD LEADS-08

160 Amp DC 735x545x525
Inverter Welder LxWxH

7

N, Work safe Approved

RCD Protected
20 Amp Outlets
Reliable honda
GX270 Engine
NSM Brushless
Alternator

Air Compressor
12L/Min @100PSI

4.4kVA Honda Workstation

POWERED by
Model: WS160-MINI

HONDA.

Victoria: Head Office New South Wales

59 Export Drive Unit 2/1040 Canley Vale Road
Brooklyn VIC 3012 Wetherill Park NSW 2164

Western Australia
Unit 8/235 Camboon Road
Malaga WA 6090
Ph: +61 8 9248 2955
Fax: +61 8 9248 2933
Email: wa@wellcross.com.au

Ph: +61 3 9316 9700 Ph: +61 2 9757 5800
Fax: +61 3 9314 0909 Fax: +61 2 9757 5899
Email: sales@wellcross.com.au

Email: nsw@wellcross.com.au
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THE WORKSTATION WITHTHE LOT

TECHNICAL SPECIFICATIONS

M .Engine : Honda GX270 2 YEAR
% « Type : 4 Stroke engine
== o Start System : Recoil Start
% e Fuel Type : Unleaded Petrol

@) - Rated Frequency : 50HZ

E - Rated Output : 4.4KVA

m ° MaxOutput : 4.4KVA

2 . Cont.RunTime (80%) :3.00Hrs

=

g e Fuel Tank Capacity : 6.0L

d3H10

4.4kVA Honda Workstation
Model: WS160-MINI

Victoria: Head Office
59 Export Drive
Brooklyn VIC 3012
Ph: +61 39316 9700
Fax: +61 3 9314 0909

« Compressor Capacity :9.0L

« Compressor
e Duty Cycle

: 12 L/Min @100 PSI
:45%

e Cont. RunTime ( 80%) : 3.00HTrs

» Noise Level :67 dBA
« Dimensions LxWxH : 735x545x525mm
« Weight : 85Kg

POWERED by

New South Wales
Unit 2/1040 Canley Vale Road
Wetherill Park NSW 2164

Ph: +61 2 9757 5800
Fax: +61 2 9757 5899

HONDA.

Western Australia
Unit 8/235 Camboon Road
Malaga WA 6090
Ph: +61 8 9248 2955
Fax: +61 8 9248 2933

Email: sales@wellcross.com.au

Email: nsw@wellcross.com.au

Email: wa@wellcross.com.au



